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M18 CRAD-502X | M18 FUEL™ right angle drill
Delivers corded power and speed (1200 rpm) in wood drilling
applications.

Milwaukee® designed and built brushless POWERSTATE™ motor for
up to 10x longer motor life and up to 25% more power.

REDLINK PLUS™ intelligence system delivers an advanced digital
overload protection for tool and battery and uniquely enhances the tool
performance under load.

All metal gear case and 13 mm keyed chuck.

Extreme long runtime up to 150 holes with a 22 mm auger bit into 50 x
100 mm wood.

Up to 10% lighter and smaller than leading AC competitive tools.

On board fuel gauge and LED light.

M18 CRAD-502X
Battery pack capacity (Ah) 5.0
Battery type Li-ion
Charger supplied 59 min
Chuck capacity (mm) 13
Max. drilling steel (mm) 8
Max. drilling wood with auger bit
(mm) 26

Max. drilling wood with holesaw
(mm) 102

Max. drilling wood with selfeed bit
(mm) 51

Max. torque (Nm) 25
No load speed (rpm) 0 - 1200
No. of batteries supplied 2
Sound power level measured
(dB(A)) 92.6

Sound power level measured
uncertainty (dB(A)) 3

Sound pressure level (dB(A)) 81.6
Sound pressure level uncertainty
(dB(A)) 3

Supplied in HD Box
Vibration drilling into Metal [m|s²] &#60; 2.5
Vibration drilling into metal
uncertainty [m|s²] 1.5

Voltage (V) 18
Weight with battery pack (kg) 4.1


